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INTRODUCTION
The LED UV C PAR applied to international DMX 512 agreement. It has 3 control channels .Easy to operate, friendly design,. stable quality. Applicable to photograph, camera, pub , KTV ,super or small stage performance, and TV station as well.
DESCRIPTION OF THE DEVICE

Features

> 3 channel DMX-512 .in optional

> Variable electronic strobe.

> Variable electronic dimmer (0-100%) and 2 operation modes.
> Digital LED display 

> Color temperature setting

> Fan cooled.
Interface operation
The operation board offer several features :you can simple set the starting address, run the pre-programmed program. 
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The main menu is accessed by pressing the Menu button, Browse through the submenu by pressing Up or Down. Press the Enter button in order to select the desired menu. You can change the selection by pressing Up or Down, Confirm every selection by pressing the Enter button. You can leave every mode by pressing the Menu button .The functions provided are described in the following setting. 

Display of each function
The device has two operation modes, It can be operated in Stand Alone or in DMX controlled.

Menu 
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OPERATION

DMX 512 connection/ connection between fixture

The wires must not come into contact with each other, otherwise the fixture will not work at all or properly. Please note the starting address depends upon which controller is being used. Only use a DMX cable and 3-pin XLR-plugs and connectors in order to connect the controller with the fixture or one fixture to another 
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Connection with the mains. 
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The earth has to be connected. The device must only be connected with an electric installation carried out in compliance with IEC standards. 
Stand Alone operation

In the stand alone mode, the fixture can be use without controller

DMX controlled operation

You can control the projectors individually via your DMX-controller

Addressing

The operation board allows you to assign the DMX starting address,

Note; it’s necessary to insert the XLR termination plug (with 120ohm) in the last device in the link in order to ensure proper transmission on the DMX data link.

DMX-protocol
	Channel
	Value
	Function

	1
	0-255
	Dimmer

0-100% dimmer

	2
	0
1-250

251-255
	Dimmer Optional
No function

Dimmer delay upon volume
Normally Dimmer

	3
	0-10
11-255
	Strobe
No strobe
Strobe with increasing


TECHNICIAL SPECIFICATIONS

	Model
	PHN082 

	Product name
	UV COB Par wash

	Voltage
	110V- 250V   50/60Hz

	Power consumption: 
	120w

	LED
	100w UV COB  LED 

	Beam angle
	60 degree

	Gross Weight
	4.0kgs

	Dimensions
	25 x25 x 37cm
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